






January 2006

Corporate Of�  ce, Sales & Service
Dover, New Hampshire 

�s  USA

www.formax.com

Features of the 8000 Series Shredders

�s 10-year limited warranty on cross-cut and 
   strip-cut cutting head (wheels/shafts only).

�s 1-year warranty on all other parts 
  (excluding wearables).

Formax agrees to repair or replace, at its option, any 
defective part or component covered by this warranty, 
provided there was no abuse and we � rst receive 
written notice of a defect within the applicable 
warranty period. This warranty extends only to the 
original purchaser and does not include labor or the 
payment of any labor charges or incidental or conse-
quential expenses. Warranty claims must be submitted 
with replacement part order. All parts are shipped FOB 
Dover, NH.

Formax Warranty

Powerful, ef� cient 
AC geared-motors with 

heavy-duty steel gears for high 
performance and minimal noise.

(Models 8300-8700)

In the event the optical sensor 
loses its sensitivity, press the 
stop button for 7 seconds, 
and the sensor will reset.

(Models 8300-8700)

Once shredding is complete, 
the motor stops automatically.

(Models 8200-8700)

Records operation time, number of 
auto-reverse sequences, volume of 
paper shredded, and can display 

information for service technicians.
(Models 8400-8700)

Utilized when shredding small sized 
paper or OHP � lms which can’t be 

detected by the sensor.
(Models 8300-8700)

If shredding is continuous for 
more than 30 minutes, the cutter 
revolution stops automatically.

(Models 8200-8700)

Ensures safe and easy operation.
(Models 8300-8900)

To ensure operator safety, 
the motor stops automatically 
if the cabinet door is opened.

(Models 8200-8700)

When the waste bin is full, 
the motor stops automatically.

(All Models)

In case of a paper jam, 
built-in controls switch the motor 

into reverse to clear the jam.
(Models 8300-8700)

The optical sensor detects paper fed 
into the shredder and starts 

operation automatically.
(Models 8200-8700)

Cutting blades are made of 
heat-treated steel, and specially 

ground for longevity.
(All Models)
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In the event shred capacity is 
decreased, press reverse button 

for 5 seconds; shredder will run in 
reverse for 1 minute.

(Models 8400-8700)
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Powerful & Ef� cient AC Geared-Motor

Heavy-Duty Steel Gears

Specially Hardened Steel Shredding Blades

High Quality All-Metal Cabinet
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