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® Pre-Marked for 6 Popular Folds:
JETTEG :AG 3INGLE 'ATE &OLD /UT AND
$OUBLE OARALLEL FOLDS IN \Y v \Y
JNT L 31ZES ! " ! " ! "

* Telescoping Outfeed Stacker: (OLDS UP
TO FOLDED DOCUMENTS AND KEEPS THEM IN
A NEAT AND SEQUENTIAL ORDEr

*® 6-Digit Addition and Batch Counter:
ICCURATELY COUNTS ALL DOCUMENTS PROCESSED
"ATCH MODE ALLOWS OPERATORS TO KEY IN A
PRE DETERMINED AMOUNT TO BE FOLDED

® Drop-In Feed System: ! THREE ROLLER
DROP IN FEED SYSTEM PRODUCES DEPENDABLE
FEEDING OF FORMS WITH NO PAPER FANNING

REQUIRED
* Cross-Folding: ! GUIDE IS INCLUDED FOR

MAXIMUM PERFORMANCE 3HOWN WITH FULLY EXTEND
* Fixed Speed: 5P TO PIECES PER HOUR TELESCOPING /UTFEED 3TAC

e Fault Detector: 'l UTOMATICALLY STOPS
OPERATION IF A FAULT OCCURS

* Noise Reduction: &OLD PLATES ARIhe N3 B0 Doewnentrolder is adg, dependable and gais-use

TO REDUCE OPERATING NOlgfionfor virtually all blding applications. Six populatds ae
¢ Fine Tine Adjustment: ORECISELY SETS F

oLD _ .
STOPS FOR CRISP ACCUR Aq%arkydmaseg on thefold plaes br quick s¢-up and opetion.
- Adjugments can also be mattbeprocess a vatjeof cigom folds.

¢ Dedicated Multi-Sheet Feeder: $ESIGNED

WITH AN INDEPENDBENH SKEVheARiyETERscoping OdeedSadker and gtional Dedicaed
GUIDES AND AAMEER$SENGA

UP TO STAPLED OR UNSTA Ltﬁli:%?‘@if@%qeé 0§ ihe ki3 2R uRmatbed output ability and
THE SAMESITIME ORDERED W gddédfolllifgversatility,. The outéedsader can hold ugo 500

* Locking Cabinet: &ULLY ENCLO SE iy f&RioeliiAéhts® Fhis enablesraes o fill the infeed hopper
* 400 Series Jogger: 2EDUCES STATI

ELECTRICITY AND ALIGNS F%]g ki & coppleigly gin ot hipre Bmadng thefolded documents
for mog applications. The Multi-Sed~eeder ges the FD &0 the

abilityto fold up  threedapled or ustapled shes of 20# (75 gsm)
paper in one pass.
RELYCO
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Flexible

The FD 340 is capable of processing paper up to 17” (432mm) in length and up
to 12.25” (311mm) in width giving it the flexibility to process a variety of paper

sizes. The ability to customize jobs allows operators to fold in virtually any =— N O~
configuration that only requires two folds. Cross folding adds to the FD 340’s & == - )
flexibility allowing for additional folds in a second pass. o0 == -

The optional semi-automatic Dedicated Multi-Sheet Feeder is designed with an

independent skew adjuster, side guide adjuster and paper sensor which allow
User friendly control panel

e

e S]3]13SU| ¢ Si3|R3S 3INSS3Id

operators to accurately fold stapled and unstapled sets of precollated documents
with up to three 20# (75gsm) sheets.

Accurate

Self centering side guides and a skew adjuster ensure that paper is loaded and
feeds squarely into the folder. Fine tuning knobs on the fold plates allow
operators to precisely set the fold positions.

Operator Friendly

Pre-marked folds and a centrally located control panel make for easy set-up and

operation. The Telescoping Outfeed Stacker, with an unprecedented stacking o

i -,
capability of up to 500 folded documents, cuts down on unloading time and o o, f
ensures that the forms remain in a neat and sequential order. Optional Multi-Sheet Feeder

Pre-Marked Fold Types

© W

el
Letter Zig-Zag Single = 1
-
N A \8\ .
Gate Fold Out Double it

Parallel
Closed Stacker

Specifications:
Hopper Capacity: Up to 500 Sheets 20# (75gsm)
Fixed Speed: Up to 12,000 sheets per hour - based on 11”(279mm) “Z” fold
Paper Size: Min: 3.5" W x 5" L (88.9W x 127 L mm)

Max: 12.25" W x 17" L (311 W x 432 L mm)
Power: FD Model: 120 Volts AC 50/60 HZ

FE Model: 220 Volts AC 50/60 HZ
Dimensions: Closed: 33" Lx20" Wx 19" H (84 L x51 W x 48 H cm)

Fully Extended: 60" L x 20" W x 19" H (152 L x 51 W x 48 H cm) 0 *
Weight: 67 1bs (30 kg) S ]
Certifications: UL and CUL approved  CE applied for -
Patents Pending The FD 400 Jogger is a recommended
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option that reduces static electricity from
3/2005 forms and aligns them for proper feeding




