
 

ST9410 Secure MICR 
Printer Specifications 

Model No. ST9410 

Network Options Available Yes 

Speed (pages per minute) 22 ppm 

Processor 200 MHz 

Time to First Page < 8 seconds 

Memory (standard/max) 
32MB RAM / 160MB RAM 
16MB Flash / 32MB Flash 

Network:  32MB RAM / 160MB RAM 
16MB Flash / 32MB Flash 

Compatibility Postscript 3, PCL6, PPDS 

Standard Connectivity ST9410: USB, Parallel 
Network: USB, e-net 

Maximum Resolution 1,200 x 1,200 dpi 

Paper Capacity (sheets) 
• Standard (in/out) 
• Maximum (in/out) 

 

250 + 1 / 150 + 1 
250+ 550 + 1 / 150 + 1 

Paper Sources 
• Standard (in/out) 
• Maximum (in/out) 

 
2 / 2 
3 / 2 

Duty Cycle Up to 15,000 pgs./mo. 

MICR Toner Yield  
(pages @ 5% coverage) 4,700 

Dimensions (W x D x H, in.) 15.6 x 13.9 x 9.8 

Weight (lbs.) 22 

Warranty 1 year return to depot++++ 

   The ST9410 is equipped to support only ST Originally Manufactured MICR toner cartridges. 

Quality Assurance Features
 
• MICR Guarantee to ANSI / ABA Standards 
• Auto Density Control 
• MICR Toner Sensing 
• Low Toner Warning and Auto Stop 
• Originally-Manufactured MICR Toner Cartridge 
• Printer Compatible MICR Fonts 
• Regulated Fuser Temperature for Optimal 

Performance 

Security Features 
 
• Copy Count and Jam Recovery Control 
• Secure Font Management 
• E-13B MICR Font 
• Secure Numeric Font 
• ICR Secure Numeric Font 
• CMC7 Font 
• Password Protection 
 

*Return to depot warranty begins on date of sale. 


